


               USSD

You can add, edit, delete, and send USSD codes. The result of USSD codes submi�ed will be 
displayed on the edit box.

               SETTINGS

The “Se�ng”->“Network” menu is used to select or setup network access parameters and 
priority of subscribed network services. Our modem u�lity includes preset parameters of 
major carriers around the world. Please select a suitable connec�on parameter profile from 
the drop-down list before a�emp�ng to connect to the Internet. 

If you cannot find a carrier connec�on profile from the drop-down list, you will need to 
create a new one matching your subscribed data plan. Please consult your carrier to obtain 
the connec�on parameters, and click the "New" bu�on to add new network connec�on 
parameters to the Onyx4G u�lity program.

Start Using Onyx4G
Make sure Onyx4G is inside a network coverage area. On your computer’s desktop, 
double-click the icon         to launch the Onyx4G connec�on program.
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               Sta�s�cs

Users can view present network transfer rates, the data used in total and the connec�on 
�me. Sta�s�cs listed in this menu will be reset a�er the modem is unplugged.

               Records

Users can review accumulated overall usage over �me, including network access dura�on 
and the total network data transferred (in kilobytes) in a month or a selected �me.

< NOTE >
Download data is shown in red, and upload data is shown 
in yellow.

< NOTE >
When using Onyx4G with a PIN-enabled SIM card, 
each �me at program launch, it will be required 
to input proper PIN code to use Onyx4G. If the 
PIN-code is incorrectly input three �mes, SIM will 
be locked. To unlock a locked SIM card, a PUK 
code is required. The PUK code can be obtained 
from the service provider. (When asking for PUK 
code, please contact your service provider to 
verify you are the owner of the SIM card.)

< NOTE >
Unstructured Supplementary Service Data (USSD), is a protocol used by GSM cellular devices to 
communicate with the service provider's equipment. USSD service is carrier-specific and o�en can 
be used by prepaid GSM cellular customers to query their available balance, etc. Before using the 
USSD feature, please consult your carrier to make sure USSD service is available, and informa�on 
of the supported USSD codes.

< NOTE >
The default connec�on profile is Chunghwa 
Telecom (located in Taiwan). 
Various network opera�on modes can be 
selected. The default is Auto, but GPRS 
only, or LTE only can be selected. 
A�er selec�ng the opera�on mode, the 
modem will register to chosen network 
according to the selected mode.
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